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Calibration Report
Report Number: 2021101518828-724993

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 724993

Calibration Result: PASS
Calibration Date: 2021-10-15 18:8:28 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44000223
Manu Instrulab Model 4312A-15 SerialNo 41016
Manu Instrulab Model 832-151-01 SerialNo 12084
Manu Mensor Model CPC6000 SerialNo 410009W9

Pressure 5.0000 4.9979 -0.0427
Pressure 2.1000 2.0979 -0.0425
Pressure 0.0003 -0.0020 -0.0461
Temperature 24.7220 24.7242 0.0022

Page 1 of 12022-06-29 10:12:30 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.









Calibration Report
Report Number: 20210924032335-863753

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI / 3.5 m / 11.5 ft / vented
Serial Number: 863753

Calibration Result: PASS
Calibration Date: 2021-09-24 03:23:35 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44038835
Manu Mensor Model CPC6000 SerialNo 610450
Manu Instrulab Model 3312A-14-15-24 SerialNo 31102-(41037)
Manu Instrulab Model 406X-0031-01 SerialNo 31098-1
Manu Agilent Model 53131A-010 SerialNo MY47002768
Manu MENSOR Model 600 SerialNo 620699

Pressure 5.0000 4.9990 -0.0216
Pressure 2.0001 2.0002 0.0030
Pressure 0.0002 -0.0004 -0.0117
Temperature 39.8620 39.8607 -0.0013

Page 1 of 12022-06-29 10:47:35 UTCReport generated:

KFPerformed By:

Copyright © 2005-2022 In-Situ, Inc.



Calibration Report
Report Number: 2021032800254-685801

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 685801

Calibration Result: PASS
Calibration Date: 2021-03-28 00:2:54 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41016
Manu Instrulab Model 832-151-01 SerialNo 12159
Manu Mensor Model CPC6000 SerialNo 410009W9

Pressure 5.0000 4.9998 -0.0050
Pressure 2.1000 2.0999 -0.0025
Pressure 0.0000 -0.0004 -0.0080
Temperature 24.7290 24.7329 0.0039

Page 1 of 12022-06-29 10:51:17 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.



Calibration Report
Report Number: 20211018005358-446778

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 446778

Calibration Result: PASS
Calibration Date: 2021-10-18 00:53:58 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44000223
Manu Instrulab Model 4312A-15 SerialNo 41016
Manu Instrulab Model 832-151-01 SerialNo 12084
Manu Mensor Model CPC6000 SerialNo 410009W9

Pressure 5.0000 4.9973 -0.0535
Pressure 2.1000 2.0971 -0.0573
Pressure 0.0002 -0.0022 -0.0493
Temperature 24.7220 24.7306 0.0086

Page 1 of 12022-06-29 10:27:06 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.













Calibration Report
Report Number: 20211018233641-583551

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 583551

Calibration Result: PASS
Calibration Date: 2021-10-18 23:36:41 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41039
Manu Instrulab Model 832-151-01 SerialNo 12073
Manu Mensor Model CPC6000 SerialNo 410008J4

Pressure 5.0000 4.9984 -0.0322
Pressure 2.1000 2.0982 -0.0368
Pressure 0.0002 -0.0017 -0.0386
Temperature 24.9450 24.9574 0.0124

Page 1 of 12022-06-29 10:37:27 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.



Calibration Report
Report Number: 20220123214924-685817

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 685817

Calibration Result: FAIL: Cal, Post-Fit
Calibration Date: 2022-01-23 21:49:24 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41039
Manu Instrulab Model 832-151-01 SerialNo 12073
Manu Mensor Model CPC6000 SerialNo 410008J4

Pressure 5.0000 4.9907 -0.1864
Pressure 2.1000 2.0906 -0.1884
Pressure 0.0001 -0.0094 -0.1897
Temperature 24.9470 24.9767 0.0297

Page 1 of 12022-06-29 10:55:38 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.







Calibration Report
Report Number: 20210604225332-749163

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 749163

Calibration Result: PASS
Calibration Date: 2021-06-04 22:53:32 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Model 4312A-15 SerialNo 41039
Manu Instrulab Model 832-151-01 SerialNo 12158
Manu Mensor Model CPC6000 SerialNo 410008J4

Pressure 5.0000 4.9981 -0.0378
Pressure 2.1000 2.0985 -0.0319
Pressure 0.0003 -0.0017 -0.0396
Temperature 24.9520 24.9532 0.0012

Page 1 of 12022-06-29 11:05:16 UTCReport generated:

FMPerformed By:

Copyright © 2005-2022 In-Situ, Inc.









Calibration Report
Report Number: 2021102213229-871632

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Notes:

Calibration Details:

Post-Calibration Check:

Calibration Procedures and Equipment Used:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI / 3.5 m / 11.5 ft / vented
Serial Number: 871632

Calibration Result: PASS
Calibration Date: 2021-10-22 13:22:9 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/- 0.1 C From -5 C to +50 C
Nominal Range of Applied Pressure: 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44021907
Manu Mensor Model CPC6050 SerialNo 41000GGS
Manu Fluke Model 1504 SerialNo B96258
Manu Instrulab Model 406X-031-01 SerialNo 2-31139
Manu Agilent Model 53131A-010 SerialNo MY47002768
Manu MENSOR Model 600 SerialNo 620699

Pressure 4.9999 5.0009 0.0196
Pressure 1.9999 2.0008 0.0173
Pressure 0.0000 0.0013 0.0267
Temperature 40.3523 40.3605 0.0082

Page 1 of 12022-06-29 10:41:35 UTCReport generated:

CVPerformed By:

Copyright © 2005-2022 In-Situ, Inc.
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lnstrumont Dotal/a: 

lnstrumont Modo/ 
Fu// Sea/e Pressure Range: 
Serial Number 

Callbratlon Data/Is: 

Cal1brat1on Result 
Calibratron Date: 
Nominal Range of Applied Temperature 
Temperature Accuracy Spec1ficat1on 
Nominal Range of Applied Pressure: 

Lovol TROLL 500 
5 PSI vcntod 
685744 

PASS 
2021-03-28 00:2.54 (UTC) 
-5 C to-+ 50 C
1-/- 0.1 C From -5 C lo ·t 50 C
O.O PSI to t, O PSI

Pressure Accuracy Specificat1on: +/- O 1 %FS from -5 C to t 50 C, +/- O.OS %FS at +15 C

Poat-Calibration Check: 

Parameter Applied Reported Deviation 

Pressure 5 0000 4.9985 -O 0305. -·
Pressure 2 1000 2.0989 -0.0222
Pressure 0.0000 -0.0010 -0.0194 - - --

Temperature 24 7300 24.7328 0.0028 

Calibration Procedures and Equipment Used: 

Automated cahbration procedures used. 
Manu Agilent Model 34980A SerialNo MY44002373 
Manu lnstrulab Model 4312A-15 SerialNo 41016 
Manu lnstrulab Model 832-151-01 SerialNo 12159 
Manu Mensor Model CPC6000 Serial No 410009W9 

1. Standards used in this calibration are traceable to the National lnstitute of Standards and Technology 
2: This calibration report shall not be reproduced, except in full, without the written approval of ln-Situ, lnc
3. A calibration interval of 12 to 18 months is recommended.
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Calibration Report 
Report Number: 20201219004050-685352 

221 East lincoln Avenue, Fort Collins, CO 80524 USA 
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com 
lnatrument Detalla: 

lnstrument Model: 
Ful/ Scale Pressure Range: 
Serial Number: 

Level TROLL 500 
5 PSI ventad 
685352 

Callbratlon Detalla: 

Calibration Result: P A S S  
Calibration Date: 2020-12-19 00:40:50 (UTC) 
Nominal Range of Applied Temperature: -5 e to +50 e 
Temperature Accuracy Specification: +/- 0.1 e From -5 C to +50 e 
Nominal Range of Applied Pressure: O.O PSI to 5.0 PSI 
Pressure Accuracy Specification: +/- 0.1 %FS from -5 e to +50 C, +/- 0.05 %FS at +15 e 

Post-Calibratlon Check: 

Parameter Applied Reported Deviation 

Pressure 5.0000 5.0006 
Pressure 2.1000 2.1007 
Pressure 0.0004 0.0009 
Temperature 24.9320 24.9378 

C.libratlon Procedures and Equipment Used: 
Automated calibration procedures used. 
Manu Agilent Model 34980A SerialNo MY44014053 
Manu lnstrulab Model 4312A-15 SerialNo 41014 
Manu lnstrulab Model 832-151-01 SerialNo 12158 
Manu Mensor Model CPC6000 SerialNo 410008J4

Notes: 

0.0121 
0.0134 
0.0100 
0.0058 

1. Standards used in this calibration are traceable to the National lnstitute of Standards and Technology. 
2. This calibration report shall not be reproduced, except in full, without the written approval of ln-Situ, lnc. 
3. A catibration interval of 12 to 18 months is recom mended. 
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	Anexo 3.3. Certificados calibración LT-1 (1)
	1aportada

	Compilado
	2021
	L1-G4 POZO
	L2-9
	L2-16
	L2-23
	L3-5
	L3-6
	L3-7
	L3-9
	L3-10
	L3-13
	L4-7
	L4-8
	L4-9
	L4-12
	L4-13
	L5-3
	L5-6
	L5-7
	L5-8
	L5-10
	L5-14
	L5-G3 POZO
	L7-4
	L7-G2-POZO
	L13-1
	L13-2
	L13-3
	L13-4
	L14-4
	P1-1
	P1-2
	P1-3
	P1-4
	P1-5
	P1-6
	P1-7
	P2-1
	P2-2
	P2-3
	P2-4
	P2-5
	PUENTE SAN LUIS AFORO
	PUENTE SAN LUIS POZO
	Reglilla Barros Negros
	Reglilla Burro Muerto
	Reglilla Chaxa
	REGLILLA PUILAR SQM


