ANEXO 6: CERTIFICADOS DE CALIBRACION

“INFORME DE MONITOREO SEMESTRAL ACTUALIZADO A DICIEMBRE 2017”



Calibration Report

Report Number: 20161221-491504

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSE/3.5m/11.5 ft [/ vented

Serial Number: 491904
Hardware Version: 5
Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-12-21 14:55:43 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C
... Nominal Range of Applied Pressure: 0 PSlIto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4,9989 -0.0011] P&
Pressure 1.9999 2.0000 0.0000, PSi
Pressure 0.0002 -0.0007 -0.0008 Psl
Temperature 38.7740 38.7716 -0.0024 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965
Manu Mensor Model APC600 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
Manu Instrulab Model 406X-0031-01 SerialNo 1-31138
Manu Mensor Model APC600 SerialNo 622745

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
R A ealibration interval of 12 ta 18 months is recommended

Performed By: EC

Report generated 1/11/2017 3:37:20 PM Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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- Calibration Report

@O ’"'S'tu ’nc. Report Number:  201711132272-118809
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-870-498-1598

Visit us at www.in-situ.com

Instrument Details:

instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSl vented
Serial Number; 118809

Calibration Details:

Calibration Result: PASS

Calibration Date: 2017-11-13 22:7:2 {UTC)

Nominal Range of Applied Temperature: -5 C to +50 C

Temperature Accuracy Specification: +-0.1CFrom-5Cto+50C

Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

' Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 4.9998 4,9970 -0.0572
Pressure 2.1002 2.0973 -0.058%
Pressure 0.0002 -0.0032 -0.0678
Temperature 24.9310 24,9536 0.0226

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Marnu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12070
Manu Mensor Model CPCB000 SerialNo 41000844

Notes:

- 1. Standards used in this calibration are traceable to the Nationa! Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated: 2018-01-23 11:55:32 UTC Copyright ® 2005-2018 In-Sity, Ing. Page 1 of 1




- Calibration Report

0 '"-S'tu ’nc. Report Number: 20170608233630-526752
221 East Lincoln Avenue, Fort Colling, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 700
Full Scale Pressure Range 5PS1/3.5m/11.5ft/ vented
Serial Number: 526752

Calibration Details:

Calibration Result: PASS

Calibration Date: 2017-06-08 23:36:30 (UTC)

Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cio+50C

Nominal Range of Applied Pressure: 0.0 PSltc 5.0 PS!

Pressure Accuracy Specification: +/-0.1 %FSfrom-5Cto+50C, +-0.05%FSat +15C

* Post-Calibration Check:

Parameter Appilied Reported Deviation

Pressure 5.0000 4,9992 -0.0162
Pressure 2.0000 1.9993 -0.0123
Pressure 6.0001 -0.0003 -0.0081
Temperature 38.8060 38.8059 -0.0001

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34870A SerialNo MY44015965
Manu Mensor Model APC600 SerialNo 610813 7
Manu Instrulab Model 3312A-14-15-24 SeriaiNo 31099
Manu Instrulab Model 406X-0031-01 SerialNo 31098-3
Manu Mensor Model APCB00 SerialNo 622745

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: EC
Report generated: 2017-08-22 8:40:25 UTC Copyright © 2005-2017 In-Situ, Inc.

Page 1 of1
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7S In-Situ Inc.

Calibration Report

Report Number: 20170331065036-404593

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX; 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range

Serial Number:

Calibration Details:

Calibration Result:

Calibration Date:

Nominal Range of Applied Temperature:

Temperature Accuracy Specification:

Nominal Range of Applied Pressure:
 Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500
5 PSl vented
404593

PASS
2017-03-31 06:50:36 (UTC)

5Cto+50C
+/~-0.1C From -5 Cto +50 C
0.0 PSito 5.0 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

\Parameter Applied Reported Deviation

Pressure 5.0002 5.0010 | 0.0150
Pressure 2.0999 2.1006 0.0148
Pressure 0.0001 0.0011 0.0211
[Temperature 24.9000 24.9126 0.0126

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 3498CA SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPC6000 SerialNc 41000844

Notes:

*"" 1. Standards used in this caiibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 fo 18 months is recommended.

Performed By: WR

Report generated:  2017-03-31 13:40:00 UTC

Capyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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¢S In-Situ Inc.

Calibration Report

Report Number: 20170401191620-396410

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-408-1598
Visit us at www.in-situ.com

Instrument Details:

instrument Modetl:
Full Scale Pressure Range
Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperalure:
Temperature Accuracy Specification:
Nominai Range of Applied Pressure:
Pressure Accuracy Specification:

“~“Post-Calibration Check:

Level TROLL 500

5 PSl vented
396410

PASS
2017-04-01 19:16:20 (UTC)

SCto+50C
+-01CFrom-5Cto+50C
0.0 PSito 5.0 PSH

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at+15C

Parameter Applied Reported Deviation

Pressure 5.0000 4.9891 -0.0175
Pressure 2.1000 2.0989 -0.0217
Pressure 0.0002 -0.0007 -0.0181
Temperature 246770 24.6988 0.0218]

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Model 4312A-15 SerialNo 30117
Manu Instrutab Model 832-151-01 SerialNo 12086
Manu Mensor Model CPCG000 SeriaiNo 410009W9

_ Notes:

... Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

FM

Report generated: 2017-04-02 13:26:06 UTC

Copyright © 2005-2017 In-Situ, Inc.

Page 1 of 1
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¢S In-Situ Inc.

Calibration Report

Report Number: 20170706152219-153017

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range
Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Specification:

""Post-Calibration Check:

Level TROLL 500

5 PSl vented
153017

PASS
2017-07-06 15:22:19 (UTC)

SCto+50C
+-0.1CFrom-5Cto+50C
0.0 PSito 5.0 P8I

+/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at+15 C

Parameter Applied Reported Deviation

Pressure 5.0000 4.0986 -0.0278
Pressure 2.1000 2.0985 -0.0305
Pressure $.0002 -0.0013 -0.0296
Temperature 24.9270 24.9502 | 0.0232

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Modet 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPC8000 SerialNo 41000844

" yotes:

i

-t Standards used in this calibration are traceable to the Naticna! Instifute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

FM

Report generated: 2017-07-11 13:38:34 UTC

Copyright € 2005-2017 In-Situ, Inc.

Page 1 of 1
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@ In-Situ Inc.

Calibration Report

Report Number: 20170331065036-389513

221 East Lincoln Avenue, Fort Colling, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1508
Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500

Full Scale Pressure Range 5 PSl vented

Serial Number: 389513
Calibration Details:

Calibration Result: PASS

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Specification:

Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 5.0008 0.0158
Pressure 2.0999 2.1011 0.0243
Pressure £.0002 0.0012 0.0208
Temperature 24.9000 249089 0.0089

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44001931

Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPCB000 SerialNo 410008J4

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 600 SerialNo 622004

Notes:

2017-03-31 06:50:36 (UTC)
-5Cto+50C
+-041CFrom-5Cto+50C

0.0 PSlto 5.0 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: WR

Report generated: 2017-04-02 14:06:42 UTC

Copyright ® 2005-2017 In-Situ, Inc.

Page 1 of 1

(452




¢S In-Situ Inc.

Calibration Report

Report Number: 2017040318433-326408

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Detaiis:

Instrument Model:
Full Scale Pressure Range
Serial Number: 396408

Calibration Details:

Calibration Result: PASS
Calibration Date:

Temperature Accuracy Specification:
Nominal Range of Applied Pressure:-
Pressure Accuracy Specification:

" Post-Calibration Check:

Level TROLL 500
5 PSl vented

Parameter Applied Reported Deviaticn

Pressure 5.0000 5.0003 0.0066
Pressure 2.1000 2.0998 -0.0032
Pressure 0.0001 -0.0002 -0.0042
Temperature 249020 249393 0.0373

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agifent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPC6000 SerialNo 410008J4

“Notes:

2017-04-03 18:4:33 (UTC)
Nomina! Range of Applied Temperature: -5 Cto +50 C
+#-01CFrom-5Cto+50C
0.0 PSite 5.0 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

"4 Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration intervat of 12 to 18 months is recommended.

Performed By: FM

Report generated: 2017-04-04 11:50:07 UTC

Copyright © 2005-2017 In-Situ, Ing. Page 1 of 1
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> - Calibration Report
@Q ’"'S'tu ’nc. Report Number:  2016060703426-119249
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

4-870-488-1500, 1-800-446-7488, FAX: 1-870-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSl vented
Serial Number: 119249

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-06-C7 03:42:6 (UTC)

Nominal Range of Applied Temperature; -5Cto+30C

Temperature Accuracy Specification: +~0.1CFrom-5Cto+50C

Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +80 C, +/-0.05 %FS at +15 C

-~ Post-Calibration Check:

Parameter  Applied Reported  Deviation
Pressure 5.0027 5.0016 -0.0226:
Pressure 2.1015 21001 | -0.0267,
Pressure 0.0000 -0.0015 . -0.0294!
Temperature | 24.9220 24,9195 | -0.0025

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Mode!l 34880A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SerialNo 53143

- Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technclogy.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommanded.

Performed By: WR
Report generated: 2016-06-08 11:17:468 UTC Copyright © 2005-2016 In-Situ, inc. Page 1 of 1
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- Calibration Report

@F} '"-S'tu ’nc. Report Number: 20170608212752-526772
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

instrument Details:

Instrument Model: Level TROLL 700
Full Scale Pressure Range 5 PSI/3.5m/11.5 ft/ vented
Serial Number: 526772

Calibration Details:

Calibration Result: PASS

Calibration Date: 2017-06-08 21:27:52 (UTC)

Nominal Range of Applied Temperature: -5 Cto+50C

Temperature Accuracy Specification: +/-0.1CFrom-5Cto+50C

Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15C

" Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0001 4.9983 -0.0153
Pressure 2.0000 1.9991 -0.0187
Pressure 0.0000 0.0012 0.0239
Temperature 39.1230 39.1245 0.0015

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Mode! 34970A SerialNo MY44038835

Manu Mensor Mode! CPCB000 SerialNo 610915

Manu Instrulab Model 3312A-14-15-24 SerialNo 31102-(41037)
Manu Instrulab Model 406X-0031-01 SerialNo 31099-2

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 600 SerialNo 622004

" Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: MR
Report generated: 2017-08-22 8:38:53 UTC Copyright @ 20085-2017 In-Situ, inc. L /[3 _ L{ Page 1 of1




- - Calibration Report
S ’"—S’tu ’nc. Report Number:  2016060703426-325889
221 East Lincoln Avenue, Fort Coliins, CO 80524 USA

1-870-498-1500, 1-800-448-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Insfrument Modet: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number; 325889

Calibration Details:

Calibration Result: PASS
Calibration Date: 2016-06-07 03:42:6 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C
Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI
~  Pressure Accuracy Specification: +/- 0.1 %FS from -8 C to +50 C, +/- 0.05 %FS at +15C

" Post-Calibration Check:

iParameter Applied ReportedmwWDév'iéiiéﬁ :
Pressure 5.0020 5.0003 | -0.0356%
Pressure 20994 20980 -0.0262]
Pressure 0.0000 -0.0014 -0.0278
Temperature | 24.9230 24.9276 0.0046

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34880A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SerialNo 53143

-~ Noptes:

== Standards used in this calibration are fraceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, [nc.
3. A calibration interval of 12 to 18 months is recommendad.

Performed By: WR
Report generated: 2(316-06-08 11:13:03 UTC Copyright ©@ 2005-2016 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20160223-446778

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX; 1-970-498-1598
Visit us at www.in-situ.com

® In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL. 500
5PSI/35m/11.5 /] vented

Serial Number: 446778
Hardware Version: 5
Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-02-23 11:25:14 (UTC)
Nominal Range of Applied Temperaiure: -5Cto+50C

Temperature Accuracy Specification: +-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 WFS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4,9998 -0.0003| PSI
Pressure 2.0000 1.9991 -0.0009 PsI
Pressure -0.0010 -0.0015 -0.0005| PSI
Temperature 38.7510 38.7888 0.0378] C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44000742
Manu Mensor Model GPC6000 SerialNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialNo 31098
Manu Instrulab Model 406X-0031-01 SerialNo 31128-1

* Manu Mensor Model CPC8000 SerialNo 410008DR
Manu Agilent Miodel 53131A-010 SerialNc MY47002282
Manu MENSOR Model 800 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of in-Situ, Inc.
R A ealibrafion inferval of 12 tn 18 months is recommeandeadd

Performed By: NJH

Report generated 3/23/2016 7:47:51 PM Copyright © 2005-2016 1n-Situ, Inc. Page 1 of 1
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S In-Situ Inc.

Calibration Report

Report Number: 20170718-534160

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1588
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Serial Number: 534160

Hardware Version: 5

Firmware Version: 3.03
Calibration Details;

Calibration Result: PASS

Calibration Date:
Nominal-Range of-Applied Temperature-—-5C-tc +50-C

Temperature Accuracy Specification:
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500
5PSI/3.5m/11.5 1t/ vented

2017-07-18 11:20:18 (UTC)

+-01CFrom-5 Cto+50C
0 PSlto 5 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15C

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0000 -0.0001 PSI
Pressure 2.0000 1.9998 -0.0002 PsSI
Pressure 0.0000 -0.0009 -0.0009| PSI
Temperature 38.8630 38.8566 -0.0084 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY4402330

Manu Mensor Model CPC8000 SerialNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 1-31103

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622742

Notes:

1. Standards used in this calibration are traceable te the Nafional Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration interval of 12 to 18 months is recommended.

Performed By: EC

Report generated 8/31/2017 2:55:05 PM

7 2o

Copyright ® 2005-2017 In-Situ, Inc.
[]- ? 4
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In-Situ Inc.

Calibration Report

Report Number: 20170331065036-405896

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-870-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

tnstrument Model:
Full Scale Pressure Range

Serial Number:

Calibration Details:

Calibration Result:

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure;”
Pressure Accuracy Specification:

”"NPost-Calibration Check:

4. Standards used in this calibration are traceable to the National |
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 fo 18 months is recommended.

Notes:

Level TROLL 500

5 PSl vented
- 405896

PASS
2017-03-31 06:50:36 (UTC)

-5 Cto+50C
+-01CFrom-5Cto+50C
0.0 PStto 5.0 PSI

#/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Pressure 5.0000 5.0008 0.0175
Pressure 2.1000 2.1015 0.0316
Pressure 0.0001 0.0012 0.0238
Temperature 24.8000 24.0087 0.0087|

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPCB000 SerialNo 410008J4

Performed By: WR

nstitute of Standards and Technciogy.

Report generated: 2017-03-31 13:52:31 UTC

Copyright © 2005-2017 In-Situ, Inc.

Page 1 of 1
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29 In-Situ Inc.

Calibration Report

Report Number: 20160801-470756

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us af www.in-situ.com

Performed By: KK

Instrument Details;

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m/11.5 ft ] vented

Serial Number: 470756
Hardware Version: 5
Firmware Version: 3.03
Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-08-01 21:16:17 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C
Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +-0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at+15C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0005 0.0005| PSI
Pressure 2.0000 2.0001 0.0001, PSI
Pressure -.0008 -0.0005 0.0000, PSI
[Temperature 39.4840 39.5005 0.0165 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015886
Manu Instrulab Model 3312A-14-15-24 SerialNo 31125
Manu Instrulab Model 406X-0031-01 SerialNo 3-31139

"~ Manu MENSCOR Model 600 SerialNo 620252

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 620225

Notes:

4./\

AN
1. Standards used in this calibration are traceable to the National Institute of Standard&and Technology.

2. This calibration report shall not be reproduced, except in fulf, without the written approval of In-S[tu Inc.
3. A calibration interval of 12 to 18 months is recommended.

Report generated 8/25/2016 6:47.47 PM

Copyright © 2005-2016 In-Situ, Inc.

Page 1 of 1
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- Calibration Report

@Q ’"'S'tu ’nc. Report Number: 20160310-422958
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model; Level TROLL 500

Full Scale Pressure Range: 5PSI/3.5m/11.5 1t/ vented
Serial Number: 422958

Hardware Version: 5

Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS
Calibration Date: 2016-03-10 22:34:48 (UTC)
Nominal Range of Applied Temperature; -5Cto+50C
- Temperature Accuracy Specification: +H-0.1CFrom-5Cto+50C
-~ Nominal Range of Applied Pressure: 0 PSlio § PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -6 C to +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0001 5.0003 0.0002] PS}
Pressure 2.0000 1.9994 -0.0006) PSI
Pressure -0.0001 -0.0010 -0.0009 PSI
Temperature 38.7610 38.7863 0.0253. C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965

Manu Instrulab Model 3312A-14-15-24 SerialNo 31103-(41012)
Manu Instrulab Model 406X-0031-01 SerialNo 31098-3

Manu MENSOR Model 600 SerialNo 620700

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSCR Model 800 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: SR
Report generated 3/23/20116 7:38:00 PM Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20170718-533923

221 East Lincoln Avenue, Fort Colling, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

instrument Model: Level TROLL 500
Full Scale Pressure Range: 5PSI1/3.5m/11.5 ft/ vented
Serial Number: - 533923
Hardware Version: 5
Firmware Version: 3.03
Calibration Details:
Calibration Result: PASS
Calibration Date: 2017-07-18 03:15:37 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +-0.1 %FSfrom-5 Cto+50 C, +/- 0.05 %FS at+15C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9996 -0.0004| PsI
Pressure 2.0000 1.9997 -0.0003 PSI
Pressure 0.0001 0.0000 -0.0001| PSI
Temperature 38.8730 38.8717 -0.0013 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY4402330
Manu Mensor Model CPC8000 SerialNo 41000617
Manu Instrulab Mode! 3312A-14-15-24 SerialNo 31154
. Manu Instrulab Model 406X-0031-01 SerialNo 1-31103
e Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622742

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: KK

Report generated 8/31/2017 2:56:10 PM

fr-z0r”

Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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® In-Situ Inc.

Calibration Report

Report Number: 20171113041010-119194

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-870-498-1598
Visit us at www.in-situ.com

Instrument Details:

instrument Model:
Full Scale Pressure Range
Serial Number;

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500

5 PSl vented
119194

PASS

2017-11-13 04:10:10 {UTC)

-5Cto+50C
+-01CFrom-5Cto+50C
0.0 PSito 5.0 PSI

+/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation

Pressure 4.9998 4.9988 -0.0203
Pressure 2.1001 2.0981 -0.0402
Pressure 0.0002 -0.0026 -0.0543
Temperature 24,9340 249476 0.0136

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12070
Manu Mensor Model CPC8000 SerialNo 410008J4

_ Notes:

-1, Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

FM

Report generated: 2018-01-23 12:06:27 UTC

Copyright © 2005-2018 In-Situ, Inc.

Page 1 of 1
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S In-Situ Inc.

Calibration Report

Report Number: 20170731-535930

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-870-498-1500, 1-800-448-7488, FAX: 1-97(-498-1598
Visit us at www.in-situ.com

Instrument Details:

instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m/11.5ft/ vented

Serial Number: 535930
Hardware Version: 5
Firmware Version: 3.03
Calibration Details: ‘
Calibration Result; PASS

Calibration Date: 2017-07-31 14:31:08 (UTC)
Nominal Range of Applied Temperature: -5Cio+50C

Temperature Accuracy Specification: +H-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PStto 5 PSI

Pressure Accuracy Specification: +- 0.1 %FS from -5 Cto +50 C, +/-0.05 %FS at +15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0001 0.0000| PSI
Pressure 2.0000 1.9998 -(.0002| PsI
Pressure 0.0000 -0.0002 -0.0001| PSI
Temperature 38.8700 38.8661 -0.0039 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY4402330
Manu Mensor Madel CPC6000 SerialNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 1-31103
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSCOR Model 600 SerialNo 622742

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration interval of 12 to 18 months is recommended.

Performed By: LY

Report generated 8/31/2017 3:08:49 PM Copyright € 2005-2017 In-Situ, Inc.
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¢S In-Situ Inc.

Calibration Report

Report Number: 20170331065036-405892

221 East Lincoln Avenue, Fort Colling, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Modet:
Full Scale Pressure Range

. Serial Number:

Calibration Details:

Calibration Result:

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Speciﬁéa’eion:

Level TROLL 500

5 PSI vented
405892

PASS
2017-03-31 06:50:36 (UTC)

S5 Cto+50C
+-01CFrom-5Cto+50C
0.0 PSI to 5.0 PSI

+- 0.1 %FS from-5Cto +50 C, +/- 0.05 %FS at+15C

““Post-Calibration Check:
Parameter Applied Reported Deviation
Pressure 5.0000 5.0004 0.0089!
Pressure 2.1000 2.0999 -0.0024
Pressure 0.0002 0.0003 0.0033
Temperature 24.8990 24.9111 0.0121

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014

Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPCB6000 SerialNo 410008J4
Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 800 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 io 18 months is recommended.

Performed By: WR

Repori generated: 2017-04-02 14:09:56 UTC

Copyright © 2005-2017 [n-Situ, Inc.

Page 1 of 1
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Calibration Report

Report Numhber: 20180402051147-450941

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1588
Visit us af www.in-situ.com

¢S In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range

Level TROLL 500
5 PSl vented

Serial Number: 450941
Calibration Details:
Calibration Result: PASS
Calibration Date: 2018-04-02 05:11:47 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification:
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

+H-01CFrom-5Cto+50C
0.0 PSI to 5.0 PSI

+/- 0.1 %FS from-5 Cto +560 C, +/-0.05 %FS at+15C
" 'Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 5.0009 0.0184
Pressure 2.1000 2.1005 0.0092
Pressure 0.0000 0.0008 0.0153
Temperature 24.7050 247120 0.0070

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34880A SerialNo MY44008431
Manu Instrulab Model 4312A-15 SerialNo 30117
Manu Instrulab Model 832-151-01 SerialNo 12068
Manu Mensor Model CPC6000 SerialNo 410009WS

Notes:

“=, Standards used in this calibration are traceable to the Nationa! Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, [nc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated:  2018-04-02 14:06:07 UTC

Copyright © 2005-2018 in-Situ, Inc. Page 1 of 1
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9 In-Situ Inc.

Calibration Report

Report Number: 20160607215738-152996

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-488-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:

Fuli Scale Pressure Range

Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification;
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

" Post-Calibration Check:

Level TROLL 500

5 PS8l vented
152996

PASS
2016-08-07 21:57:38 (UTC)

SCto+50C
+-01CFrom-5Ctec+5C C
0.0 PSl toc 5.0 PSI

+f- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +16 C

‘Parameter Applied Reported  Deviation ;
Pressure 5.0035 . 5.0029 -0.0127
Pressure 2.1024 210141 -0.0194
Pressure -0.0002 -0.0016 ; -0.0273]
Temperature | 24,9230 249361 , 0.013%

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SeriaiNc 12157
Manu Ruska Model 7215xi SerialNo 53143

-~ Notes:

=1_Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. Tnis calibration report shall not be reproduced, except in full, without the written appreval of In-Sity, Inc.
3. A calibration interval of 12 to 18 moenths is recommended.

Performed By: WR

Report generated:  2016-068-08 10:44:50 UTC

Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20160804-471042

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

0 In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m/11.5 ft/ vented

Serial Number: 471042
Hardware Version: 5
Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-08-04 05:50:37 {UTC)

Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +H-0.1CFrom-5Cto+50C
" Nominal Range of Applied Pressure: 0 PSito 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0005 0.0005, PSI
Pressure 2.0000 2.0007 0.00071 PSI
Pressure -0.0001 0.0005 0.0006, PsSI
Temperature 38.7940 38.8160 0.0220] C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965

Manu Mensor Model APC600 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
. Manu Instrulab Model 406X-0031-01 SerialNo 1-31138

Manu Mensor Model APCB800 SerialNo 410008DR

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
32 A calibration infarval nf 12 fa 18 mnonths is racommendad

Performed By: KK

Report generated 8/25/2016 6:41:07 PM Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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- Calibration Report

@0 ’"-S'tu ,nc. Report Number: 20160323-451114
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX; 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details;

Instrument Model: Level TROLL. 500

Full Scale Pressure Range: 5PSI/3.5m/11.5ft] vented
Serial Number: 451114

Hardware Version: 5

Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-03-23 16:30:58 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +/-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +-0.1%FS from-5 Cto+50 C, +#/-0.05 %FS at+15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0003 0.0002| PSI
Pressure 2.0000 1.9988 -0.0012| PSI

\Pressure -0.0001 -0.0007 -0.0006| PSi
ITemperature 38.8610 | 38.8915 0.0305 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44038789
Manu Mensor Model CPCE000 SerialNo 41000617
Manu instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 2-31125
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 800 SerialNo 820225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be repreduced, except in full, without the written approval of In-Situ, inc.
3. A calibration interval of 12 {0 18 months is recommended.

Performed By: JD

Report generated 3/30/2016 8:15:32 PM Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20170719-5633927

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m /115 ft [ vented

Serial Number: 533927

Hardware Version: 5

Firmware Version: 3.03
Calibration Details:

Calibration Result: PASS

Calibration Date: , 2017-07-19 16:01:27 (UTC)
Neminal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification; +/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4,9996 -0.0004, PSI
Pressure 2.0000 2.0001 0.0001] PSI
Pressure €.0000 0.0001 0.0001| PSI
Temperature 38.8730 38.8714 -0.0016| C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34870A SerialNo MY4402330
Manu Mensor Model CPC6000 SerialNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 1-31103
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622742

Notes:
1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration interval of 12 to 18 months is recommended.

Performed By: AT

Report generated 8/31/2017 3:10:13 PM Copyright © 2005-2017 In-Situ, Inc.

53200
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¢S In-Situ Inc.

Calibration Report

Report Number: 20170401191620-405875

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Defails:

Instrument Model:

Fuit Scale Pressure Range
Serial Number:

Calibration Defails:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Neminal Range of Applied Pressure:

Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500

5 PSI vented
. 405875

PASS
2017-04-01 19:16:20 (UTC)

5Cto+50C
+-01CFrom-5Cto+50C
0.0 PS! to 5.0 PSI

+/-0.1 %FS from -5 Cto +50 C, +/-0.05 %FS at+15C

Parameter Applied Reported Deviation

Pressure 5.0000 5.0012 0.0234|
Pressure 2.1000 2.1013 0.0256
Pressure 0.0002 0.0019 0.0333
|Temperature 246780 247063 0.0283

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Model 4312A-15 SerialNo 30117
Manu Instrulab Model 832-151-01 SerialNo 12086
Manu Mensor Model CPCB000 SerialNo 410009W9

" Notes:

1. Standards used in this calibration are traceable to the Nationa! Institute of Standards and Technclogy.
2. This calibration report shall not be reproduced, except in full, without the written approval of in-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

FM

Report generated: 2017-04-02 13:38:33 UTC

Copyright ® 2005-2017 In-Situ, Inc.

Page 1 of 1
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- Calibration Report

@Q ’"'S'tu Inc. Report Number: 20160322-450928
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500

Full Scale Pressure Range: 5PSI/3.5m/11.5ft!vented
Serial Number: 450928

Hardware Version: 5

Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-03-22 16:42:10 (UTC)
Nominal Range of Applied Temperature: -5Cto +50 C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +-0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Peviation Unit
Pressure 5.0000 4.9998 -0.0002| PSI
Pressure 2.0000 1.9996 -0.0004| PSI [
Pressure 0.0000 -0.0004 -0.0003| PSI |
Temperature 38.8620 38.8866 0.0248) C |

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44038789
Manu Mensor Model CPC6000 SerialNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 2-31125
Manu Agilent Mode! 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: NJH

Report generated 3/30/2016 8:23:46 PM Copyright ©® 2005-2016 In-Situ, Inc. Page 1 of 1
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75 In-Situ Inc.

Report Number:
221 East Linceln Avenue, Fort Colling, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Calibration Report
2016060703426-118035

Visit us at www.in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range
Serial Number:

Calibration Details:

Calibration Result;
Calibration Date:

Level TROLL 500
5 PSlvented
118035

PASS

2018-06-07 03:42:6 (UTC)

Nominal Range of Applied Temperature: -5 Cto+50C

Temperature Accuracy Specification:

Nominal Range of Appilied Pressure: 0.0 PSito 5.0 PSI
+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Pressure Accuracy Specification:

" Post-Calibration Check:

Parameter Applied Reported Deviation !
Pressure | 5.0041 5.0024 -0.0329i
Pressure 21026,  21010] = -0.0326i
IPressure 0.0000 -0.0015 -0.0292;
Temperature | 24.9230 24,9075 -0.0155

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44002373
Mazanu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SeriaiNo 53143

~ Notes:

+-01CFrom-5Cto+50C

1 Standards used in this calibration are traceable o the Nationa! institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is reccmmended.

Performed By: WR

Report generated: 2016-06-08 11:23:05 UTC

Copyright © 2005-2016 In-Situ, e

Page 1 of 1
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Calibration Report

Report Number: 20160521-460543

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

25 In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/ 3.5 m/11.5 ft | vented

Serial Number: 460543
Hardware Version: 5
Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-05-21 13:37:48 (UTC)
Nominal Range of Applied Temperature: -5 Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0005 0.0005 PS!
Pressure 2.0000 2.0003 0.0003 P&l
Pressure 0.0000 0.0001 0.0001| PSi
|Temperature 38.7950 38.8227 0.0277 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44002390
Manu Mensor Model APCB00 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
Manu Instrulab Mode! 406X-0031-01 SerialNo 1-31127
Manu Mensor Model APCB00 SerialNo 413008DR
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
2 A palihratinn interval of 12 10 18 months is recommendead

Performed By: EC

Page 1 of 1
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Report generated 6/16/2016 1:54:21 PM Copyright © 2005-2016 In-Situ, [nc.




Calibration Report

Report Number: 20160315-449862

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-870-498-1500, 1-800-446-7488, FAX: 1-870-488-1508
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

Instrument Model; Level TROLL. 500
Full Scale Pressure Range: 5PSI/3.5m/11.5 ft ! vented
Serial Number: 449862

Hardware Version: 5

Firmware Version: 3.03

Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-03-15 16:58:17 (UTC)
Nominal Range of Applied Temperature: -5§Cto+50C
Temperature Accuracy Specification: +-0.1CFrom-5 Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +- 0.1 %FSfrom -5 Cto +50 C, +/-0.05 %FS at+15C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9994 -0.0006) PSI
Pressure 2.0000 1.9990 -0.0010] PsI
Pressure 0.0001 -0.0004 -0.0006, PSI
' Temperature 39.7370 39.7465 | 0.0095/ C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44021907
Manu Mensor Model CPCBQ00 SerialNo 610450

Manu Instrulab Model 3312A-14-15-24 SerialNo 31138
Manu Instrulab Model 406X-0031-01 SerialNo 1-31154
Manu Mensor Model CPCE8000 SerialNo 621436

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3 A estibration interval of 12 ta 18 manths i rannmmenrdad

Performed By: JN

Report generated 3/30/2016 8:13:16 PM Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20170331065036-404664

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-408-1508
Visit us at www.in-situ.com

25 In-Situ Inc.

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSl vented

Serial Number: 404664

Calibration Details:

Calibration Result: PASS

Calibration Date: 2017-03-31 06:50:36 (UTC)

Nominal Range of Applied Temperature: -5Cto +50C

Temperature Accuracy Specification: +/-01CFrom-5Cto+50C
- Nominal Range of Applied Pressure: 0.0 PSi {0 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FSat+15 C
" Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 5.0009 0.0171
Pressure 2.1000 2.1008 0.0180
Pressure 0.0001 0.0011 0.0202;
Temperature 24.9000 24,9097 0.0097,

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Modei 34980A SerialNo MY44001931
Manu Instrulab Modet 4312A-15 SerialNo 41014
Manu Instrulab Medel 832-151-01 SerialNo 12083
Manu Mensor Model CPC8000 SerialNo 41000844

- Notes:

"1, Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: WR
Report generated: 2017-03-31 13:44:08 UTC

Copyright ® 2005-2017 in-Situ, Inc. Page 1 of 1
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- Calibration Report
'""S'tu ",cJ||l|r Report Number: 20180402051147-460569
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSI vented
Serial Number: 460569

Calihration Details:

Calibration Result: PASS

Calibration Date: 2018-04-02 05:11:47 (UTC)

Nominal Range of Applied Temperature: -5 Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C

Nominal Range of Applied Pressure: - 0.0 PSI to 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at+15 C

" post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 5.0022 0.0438
Pressure 2.1000 2.1023 0.04863
Pressure 0.0002 0.0031 0.0581
Temperature 24.7040 247133 0.0093

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Mode! 34980A SerialNo MY44009431
Manu Instrulab Model 4312A-15 SerialNo 30117
Manu Instrulab Mode! 832-151-01 SerialNo 12068
Manu Mensor Model CPCE000 SerialNo 410009W9

- Notes:

4. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of in-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated: 2018-04-02 13:56:28 UTC Copyright © 2005-2018 In-Situ, inc. Page 1 of 1




- Calibration Report

@Q ’"-S'tu ’nc. Report Number: 20171111184358-119254
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1508

Visit us at www.in-situ.com

Instrument Details:

Instrument Modet: Level TROLL 500
Full Scale Pressure Range 5 P8I vented
Serial Number: 119254
Calibration Details:
Calibration Result: PASS
Calibration Date: 2017-11-11 18:43:58 (UTC)
Nominal Range of Applied Temperature: -5 C to +50 C
Temperature Accuracy Specification: +/-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSi
Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0002 4,9985 -0.0338
Pressure 2.0997 2.0971% -0.0526
Pressure 0.0003 -0.0024 -0.0538
Temperature 24 9330 24,9438 0.0108

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44001931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12070
Manu Mensor Model CPCB000 SerialNo 410008J4

Notes:

- 1. Standards used in this calibration are fraceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated:  2018-01-23 12:04:59 UTC Copyright @ 2005-2018 In-Situ, Inc. Page 1 of 1
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- Calibration Report

) '"-S'tu ’nc. Report Number: 20170612-526499
221 East Lincoin Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model; Level TROLL 700

Full Scale Pressure Range: 5PSI/3.5m/11.5 ft/ vented
Serial Number: 526499

Hardware Version; 5

Firmware Version: 3.03

Calibration Details:

Calibration Result; PASS
Calibration Date: 2017-08-12 11:21:22 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C

----- Temperature Accuracy Specification: +-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSito 5 PSI

Pressure Accuracy Specification: +/-0.1%FSfrom-5 Cto+50 C, +/-0.05 %FS at +15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
[Pressure 5.0000 5.0003 0.0003| PSI
Pressure 1.8999 1.8996 -0.0003 PSI
‘Pressure 0.0003 0.0003 0.0000! PSI |
Temperature 38.8100 | 38.8053 -0.0047] C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34870A SerialNo MY44015965
Manu Mensor Model APC600 SeriaiNo 610913
- Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
- Manu Instrulab Model 406X-0031-01 SerialNo 31098-3
Manu Mensor Model APCE00 SerialNo 622745
Manu Agilent Mode! 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SeriaiNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, inc.
3 A ralibhration inferval nf 12 fo 18 monthe is recommendadd

Performed By: EC

Report generated 7/21/2017 2:05:08 PM Copyright @ 2005-2017 In-Situ, Inc. Page 1 of 1

153




¢S In-Situ Inc.

Calibration Report

Report Number: 2018010402277-118800

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Modeal:
Full Scale Pressure Range

Serial Number:

Calibration Details:

Calibration Result:

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominral Range cf Applied Pressure:
Pressure Accuracy Specification:

"~ Post-Calibration Check:

tevel TROLL 500

5 PSl vented
118800

PASS
2016-01-04 02:27:7 (UTC)

5Cto+50C
+/- 0.1 C From -5 C to +50 C
0.0 PS! to 5.0 P&

+-0.1 %FS from-5Cto+50C, +/-0.05 %FS at+15C

Parameter Applied Reported Deviation

Pressure 4,9994 49974 -0.0386
Pressure 21016 2.0994 -0.0433
Pressure 0.0000 -0.0024 -0.0480
|Temperature 24.9290 24,9151 -0.0138

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Modei 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SerialNo 53143

" Notes:

e 4. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
3. A calibration interval of 12 to 18 menths is recommended.

Performed By: FM

Report generated:  2016-01-04 10:20:22 UTC

Copyright @ 2005-2016 In-Situ, inc.

Page 1 of 1
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- : Calibration Report
'"-S'tu 'nc. Report Number: 20170706152219-118814
221 East Linceln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PSl vented
Serial Number: 118814
Calibration Details:
Calibration Result; PASS
Calibration Date: 2017-07-06 15:22:19 (UTC)

Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C

Nominal Range of Applied Pressure: 0.0 PSito 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %F3 from -5 Cto +56 C, +/-0.05 %FS at+15C

... ~ost-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 4.9989 -0.0208
Pressure 2.1001 2.0990 -0.0213
Pressure 0.0001 -0.0018 -0.0375
Temperature 24.9270 24 9373 0.0103

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44001931
Manu instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPC8000 SerialNo 410008.J4

Notes:

.. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc,
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated: 2017-07-11 13:23:58 UTC Copyright © 2005-2017 In-Sity, Inc. Page 1 of 1
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Calibration Report

Report Number: 20170718-534163

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range: 5 PSI/3.5m/11.5 ft/ vented
Serial Number: 534163
Hardware Version: 5
Firmware Version; 3.03
Calibration Details:
Calibration Result: PASS
Calibration Date: 2017-07-18 14:14:03 (UTC)
B i™ dm BN

Nomina! Range of Applied Temperature:
Temperature Accuracy Specification:
- Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

"\J\II.G LRV

+/-01CFrom-5Cto+50C
0 PSlto 5 PSI

+f- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at+15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0003 4.9977 -0.0028| PSI
Pressure 2.0000 1.9991 -0.0010| PSi
Pressure 0.0001 0.0002 0.0001| PSI
Temperature 39.5230 39.5220 -0.0010| C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44002148
Manu Mensor Madel CPC6000 SerialNo 41000616
Manu Instrulab Model 3312A-14-15-24 SerialNo 31098
Manu Instrulab Model 406X-0031-01 SerialNo 31128-2
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622742

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: AT

Report generated 8/31/2017 3:1G:44 PM

53 -zol>

Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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- Calibration Report
'"-S'tu 'nc. Report Number: 20160805184918-117441
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 P8l vented
Serial Number: 117441

Calibration Details:

Calibration Result: PASS

Calibration Date: 2018-08-05 18:49:18 (UTC)

Nominai Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +H-04CFrom-5Cto+30C

Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15 C

o Post-Calibration Check:

IParameter Applied Reported Deviation

Pressure 5.0001 | 4.9992 -0.0174
Pressure 2.1000 2.0985 -0.0301
Pressure 0.0001 -0.0016 -0.0340
[Temperature 246740 | 24,6799 0.0059

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Model 4312A-15 SeriaiNo 30117
Manu Instrulab Model 832-151-01 SerialNo 12086
Manu Mensor Model CPCB000 SerialNo 410009W9
Manu Mensor Model CPCB000 SerialNo 410007P4

e NOES!

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in fuil, without the written approval of In-Sity, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated:  2016-08-08 15:36:25 UTC Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1

L5-55




Calibration Report

Report Number: 20160325-450882

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-sifu.com

2 In-Situ Inc.

Instrument Details:

Instrument Model: Level TROLL 500

Full Scale Pressure Range: S5PSI/3.5m/11.5 ft ! vented
Serial Number: 450882
Hardware Version: 5

Firmware Version: 3.03

Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-03-25 01:13:27 (UTC)
Nominal Range of Applied Temperature: -5Cto +50C
Temperature Accuracy Specification: +-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9995 -0.0005 PS!
Pressure 2.0000 1.9994 -0.0006; PSI
Pressure 0.0001 -0.0002 -0.0003| PSI
Temperature 39.7240 39.7419 0.0179 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44021907
Manu Mensor Model CPCB000 SerialNo 610450
Manu Instrulab Model 3312A-14-15-24 SerialNo 31138
Manu Instrulab Madel 406X-0031-01 SerialNo 1-31154

" Manu Mensor Model CPCB000 SerialNo 621436
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, inc.
3 A ealibration interval of 12 fa 18 maonthe i recommaeandead

Performed By: SR

Report generated 3/36/2016 8:37:05 PM Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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7S In-Situ Inc.

Calibration Report

Report Number: 20170331065036-409352

221 East Lincoln Avenue, Fort Collins, CC 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-488-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:

Level TROLL 500

Fuii Scale Pressure Range 5 PS| vented

Serial Number: 409352
Calibration Details:

Calibration Result: PASS

Calibration Date:

Nominai Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

" post-Calibration Check:

Parameter Applied Reported Deviation 4
Pressure 4.9999 5.0008 0.0175
Pressure 2.0999 2.1002 0.0063
Pressure 0.0001 0.0005 0.0090
Temperature | 24.9000 24,9146 0.0146

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44301931
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu instrulab Mode! 832-151-01 SerialNo 12083
Manu Mensor Model CPCB00C SerialNo 410008J4

=Notes:

2017-03-31 06:50:36 (UTC)
5Cto+50C
+-0.1CFrom-5Cto+50C
0.0 PSI {0 5.0 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

=4 Standards used in this calibration are traceatle to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: WR

Report generated: 2017-03-31 13:34:24 UTC

Copyright ©® 2005-2017 In-Situ, Inc.

Page 1 of 1
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Calibration Report

Report Number: 20161024-482711

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

2 In-Situ Inc.

Instrument Details:

Instrument Modet: l.evel TROLL 500
Full Scale Pressure Range: 5PSI/3.5m/11.5 ft/ vented
Serial Number: 482711

Hardware Version: 5

Firmware Version: 3.03
Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-10-24 13:06:00 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C
Temperature Accuracy Specification: +-01CFrom-5Cto+50C
- Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +i- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0001 5.0007 0.0008| PSI
Pressure 2.0000 2.0004 0.0004| PSI
Pressure 0.0003 0.0004 0.0001| PSI
Temperature 38.7860 38.7826 -0.0034 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965

Manu Mensor Model APCE00 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
. Manu Instrulab Model 406X-0031-01 SerialNo 1-31138
* Manu Mensor Model APC800 SerialNo 622745

Manu Agilent Mode! 53131A-010 SerialNo MY47002282

Manu MENSOR Maodel 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
2 A ralibratinn interval of 12 o 18 manths is recommeanded

Petformed By: RG

Report generated 1/11/2017 4:03:24 PM Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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Calibration Report

Report Number: 20160913-476352

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-870-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

B In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
S5PSI1/3.5m/11.5 ft | vented

Serial Number; 476352

Hardware Version: 5

Firmware Version: 3.03
Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-09-13 15:47:44 (UTC)
Nominal Range of Applied Temperature: -5 Cto+50C
------ Temperature Accuracy Specification: +-01CFrom-5Cto+50C
~ Nominal Range of Applied Pressure: 0 PSl o 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at+15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9996 -0.0004; PSI
Pressure 2.0000 2.0007 0.0007) PSI
Pressure 0.0001 -0.0005 -0.0006; PSI
Temperature 38.7800 38.8261 0.0361] C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44015965
Manu Mensor Model APC600 SerialNo 613167
Manu Instrulab Medel 3312A-14-15-24 SerialNo 31099

: Manu Instrulab Model 406X-0031-01 SerialNo 1-31138
e Manu Mensor Model APCB00 SerialNo 410008DR
Manu Agilent Madel 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3 A nalibration interval af 12 tn 18 manths is recommended

Performed By: RG

Page 1 of 1

Report generated 1/11/2017 3:04:51 PM Copyright © 2005-2017 In-Situ, Inc.
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Calibration Report

Report Number: 20161026-482762
221 East Lincoin Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX; 1-970-498-1598

Visit us at www.in-situ.com

O In-Situ Inc.

instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m/11.5ft ] vented

Serial Number: 482762
Hardware Version: 5
Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-10-26 19:34:33 (UTC)
Nominal Range of Applied Temperature; -5 Cto+50C

Temperature Accuracy Specification: +/-0.1 CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto & PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at+15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0001 4 9997 -0.0003| PsSI
Pressure 2.0000 1.9998 -0.0002| PSI
Pressure 0.0004 -0.0003 -0.0007, PSI
Temperature 38.7860 38.7817 -0.0043] C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965
Manu Mensor Model APC600 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31098
Manu Instrulab Model 408X-0031-01 SerialNo 1-31138
Manu Mensor Model APC600 SerialNo 622745

Manu Agilent Model £3131A-010 SerialNo MY47002282
Manu MENSOR Mode! 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
2 A calihratinn infarval nf 12 to 18 mnnthe is rannmmendad

Performed By: EC

Report generated 1/11/2017 3:13:07 PM Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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2 In-Situ Inc.

Calibration Report

Report Number: 20161222-491952

221 East Lincoln Avenue, Fort Colling, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-870-498-1598
Visit us at www.in-situ.com

Calibration Procedures and Equipment Used:

Instrument Details;

instrument Model:
Full Scale Pressure Range:

Serial Number:

Hardware Version:
Firmware Version:

Calibration Details:

Calibration Result:

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500
5PSI/3.5m/11.5 ft/ vented
491952

§
3.03

PASS
2016-12-22 12:04:37 (UTC)

5Cto+50C
+-0.1CFrom-5Cto+50C
0 PSlto 5 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Parameter Applied Reported Deviation Unit
Pressure 5.0001 4.9988 -0.0013| PSI
Pressure 2.0001 1.9992 -0.0009| PSI
Pressure 0.0000 -0.0006 -0.0007| PSI
Temperature 39.0850 39.0892 0.0042| C

Automated calibration procedures used.
Manu Agilent Model 34970A SerialNo MY44041151
Manu Mensor Model CPC6000 SerialNo 610915
Manu Instrulab Model 3312A-14-15-24 SerialNo 31102-(41037)
Manu Instrulab Model 406X-0031-01 SerialNo 2-31138
Manu Agilent Model 53131A-010 SeriailNo MY47002282

Manu MENSOR Mode! 600 SerialNo 5622004

Notes:

1. Standards used in this calibration are traceable {0 the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: EC

Report generated 1/11/2017 3:19:44 PM

Copyright @ 2005-2017 In-Situ, Inc.

Page 1 of 1
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S In-Situ Inc.

Calibration Report

Report Number: 2016060703426-394496

221 East Linceln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1558
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:

Fult Scale Pressure Range

Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Specification:

B Post-Calibration Check:

Level TROLL 500

5 PS| vented
394496

PASS
2016-08-07 $3:42:6 (UTC)

-5 Cto+50C
+/-01CFrom-5Cto+50C
0.0 PSl to 5.0 PSi

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +’T5 C

IParameter Applied Reported Deviation
Pressure 5.0018 5.0025 0.0130!
Pressure 2.1008 2.1016 0.0178
Pressure 0.0000 0.0008 : 0.0165
!Temperature 249220 249312 0.0092

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44002373
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Mcdel 7215xi SerialNo 53143

- Notes:

1. Standards used in this calibration are traceable to the Naticna! Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recemmended.

Performed By: WR

Report generated: 2016-06-08 11:01:34 UTC

Copyright © 2005-2016 In-Situ, Inc. Page 1 of 1
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- Calibration Report

@(}) ’"-S"tu ’"c. Report Number: 20171113041010-422958
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range § PSl vented
Serial Number: . 422958
Calibration Details:
Calibration Result: PASS
Calibration Date: 2017-11-13 04:10:10 (UTC)
Nominal Range of Applied Temperature: -5 Cto +50 C
Temperature Accuracy Specification: +/-0.1 CFrom -5 Cto +50 C
Nominal Range of Applied Pressure: 0.0 PSIte 5.0 PSI
Pressure Accuracy Specification: +-0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

~ Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0006 5.0022 0.0333
Pressure 2.1001 2.1026 (.0501
Pressure 0.0002 0.0027 (.0499
Temperature 24.9330 24,9382 0.0052

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44001931
Manu instrulab Model 4312A-15 SerialNe 41014
Manu Instrulab Mode! 832-151-01 SerialNo 12070
Manu Mensor Model CPCB8000 SerialNo 410008J4

Notes:

| . 1. Standards used in this calibration are traceable to the National Institute of Standards and Technqiogy.
~ 2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM
Report generated:  2017-12-21 7:4515 UTC Copyright ® 2005-2017 In-Sity, Inc. Page 1 of 1
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Calibration Report

Report Number: 20161222-491955

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

R In-Situ Inc.

Instrument Details:

[nstrument Model: Level TROLL. 500

Full Scale Pressure Range: SPSI/3.5m/11.5 ft/ vented
Serial Number: 491955

Hardware Version: 5

Firmware Version: 3.03

Calibration Details:

Calibration Result: PASS

Calibration Date: 2016-12-22 02:54:20 (UTC)
Nominal Range of Applied Temperature: -5Cto+50 C

Temperature Accuracy Specification: +-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlIto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9998 -0.0002) PSI
Pressure 2.0000 1.9992 -0.0007, PSI
Pressure -0.0002 -0.0005 -0.0002, PSI
Temperature 38.7740 38.7688 -0.0052) C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965
Manu Mensor Model APCE00 SerialNo 613167

Manu Instrulab Model 3312A-14-15-24 SerialNo 31099
Manu instrulab Model 406X-0031-01 SeriaiNo 1-31138
Manu Mensor Model APC600 SerialNo 622745

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
2 A ralibration infarval of 12 0 18 months is recommeaended

Performed By: KK

Page 1 of 1

Report generated 1/11/2017 3:23:29 PM Copyright © 2005-2017 In-Situ, Inc.
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2S In-Situ Inc.

Calibration Report

Report Number: 20161221-491920

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 560
5PSI/3.5m/11.5 ft / vented

Serial Number: 491920

Hardware Version: 5

Firmware Version: 3.03
Calibration Details:

Callibration Resuilt: PASS

Calibration Date: 2016-12-21 15:41:01 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C

- Temperature Accuracy Specification: +/~01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSito 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0001 | 4.9999 -0.0002| PS!
Pressure 2.0000 1.9987 -0.0014 PSi
Pressure 0.0001 -0.0009 -0.0009 PSi
Temperature 39.0770 39.0816 0.0046! C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Mode! 34970A SerialNo MY44041151

Manu Mensor Model CPC8000 SerialNo 610915

Manu Instrulab Modei 3312A-14-15-24 SerialNo 31102-(41037)
Manu Instrulab Model 406X-0031-01 SerialNo 2-31138

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Mcdel 800 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration interval of 12 to 18 months is recommended.

Performed By: EC

Report generated 1/11/2017 3:29:08 PM Copyright @ 2005-2017 In-Situ, Inc.
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S In-Situ Inc.

Calibration Report

Report Number: 20170331065036-410732

221 East Lincoln Avenue, Fort Collins, CC 80524 USA
1-970-498-1500, 1-800-446-7488, FAX; 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

instrument Model:

Level TROLL 500

Full Scale Pressure Range 5 PS8l vented

Serial Number: 410732
Calibration Details:

Calibration Result: PASS

Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:
Pressure Accuracy Specification:

" Post-Calibration Check:

Parameter Applied Reported Deviation |
Pressure 5.0000 5.00086 0.0132
Pressure 2.1001 2.1006 0.0101
Pressure 0.0002 0.0010 0.0164
|Temperature 24.9000 ; 24.9117 0.0117

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Madel 34980A SerialNo MY44001931
« Manu Instrulab Model 4312A-15 SerialNo 41014

Manu Instrulab Model 832-151-01 SerialNo 12083

Manu Mensor Model CPC8000 SerialNo 410008J4

Notes:

2017-03-31 06:50:36 (UTC)
S Cto+50C
+-01CFrom-5Cto+50C
0.0 PSl to 5.0 PSI

+/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

¥ 1. Standards used in this calibration are traceatle to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.

3. A calibration interval of 12 to 18 months is recomme

Performed By: WR

nded.

Report generated: 2017-03-31 13:59:00 UTC

Copyright ® 20052017 In-Situ, Inc.

Page 1 of 1
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Calibration Report

Report Number: 20160309-449089

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range: 5PSI/3.5m/11.5 ft/ vented
Serial Number; 449089

Hardware Version; 5

Firmware Version: 3.03

Calibration Detaiis:
Calibration Result: PASS
Calibration Date; 2016-03-09 23:38:50 (UTC)
Nominal Range of Applied Temperature: -5 Cto+50C
Temperature Accuracy Specification: +/-01CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15 C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 5.0005 0.0005] PSI
Pressure 2.0000 1.9998 -0.0002) PSI
Pressure -0.0006 -0.0002 0.0003| PSI
Temperature 38.8650 38.9066 0.0416; C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerfalNo MY44038789
Manu Mensor Model CPCB000 SeriaiNo 41000617
Manu Instrulab Model 3312A-14-15-24 SerialiNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 2-31125
Manu Agilent Model 53131A-010 SerialNo MY47002282
Mianu MENSOR Modei 600 SerialNo 620225

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
3. A calibration interval of 12 fo 18 months is recommended.

Performed By: SR

Report generated 3/23/2016 6:55:31 PM Copyright ® 2005-2016 n-Situ, Inc. Page 1 of 1




Calibration Report

Report Number: 20170717-533924

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-870-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

2 In-Situ Inc.

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range: 5PSI/3.5m/11.5 ft f vented
Serial Number: 533924
Hardware Version: 5
Firmware Version; 3.03
Calibration Details: :
Calibration Result; PASS

Calibration Date: 20170717 17:20:42 (UTC)
Nominal Range of Applied Temperature: -5Cte+50C

..... Temperature Accuracy Specification: +/-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSi to 5 P3I

Pressure Accuracy Specification: +/-0.1%FSfrom-5Cto+50C, +/- 0.05 %FSat+15C
Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0000 4.9989 -0.0011; PSI
Pressure 2.0000 2.0006 0.0006; PSI
Pressure 0.0001 £.0002 0.0001; PSl
Temperature 39.1260 39.1205 -0.0055 C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44038835

Manu Mensor Model CPC6000 SerialNo 610915

Manu Instrulab Model 3312A-14-15-24 SerialNo 31102-(41037)
Manu Instrulab Model 406X-0031-01 SerialNo 31099-2

Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 600 SerialNo 622742

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Sity, Inc.
3. A calibration intervat of 12 to 18 months is recommended.

Performed By: EC

Report generated 8/31/2017 2:55:47 PM

0217

Copyright © 2005-2017 In-Situ, Inc. Page 1 of 1
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S In-Situ Inc.

Calibration Report

Report Number: 20170328201735-396425

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrurnent Model:
Full Scale Pressure Range
Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
- Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

" Post-Calibration Check:

Level TROLL 500

5 PSl vented
396425

PASS
2017-03-28 20:17:35 (UTC)

S5Cto+50C
+/-01CFrom-5Cto+50C
0.0 PSIte 5.0 PSI

+/-0.1 %FS from -5 Cto +50 C, +/- 0.05 %FS at+15C

Parameter Applied Reported Deviation 1
Pressure 5.0000 5.0007 0.0134|
Pressure 2.1000 2.1011 0.0216
Pressure 0.0001 0.0015 0.0264
Temperature 24.8990 | 24.8860 -0.0130

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44001931
Manu [nstrulab Model 4312A-15 SerialNo 41014

Manu Instrulab Model 832-151-01 SerialNo 12083
Manu Mensor Model CPCB000 SerialNo 4100084
Manu Agilent Model 53131A-010 SerialNo MY47002282

Manu MENSOR Model 600 SerialNo 622004

" Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

FM

Report generated:  2017-03-31 12:57:18 UTC

Copyright ® 2005-2017 In-Situ, Inc.

Page 1 of 1
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Calibration Report

Report Number: 20160909-476123

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1508
Visit us at www.in-situ.com

S In-Situ Inc.

Instrument Details:

Instrument Model:
Full Scale Pressure Range:

Level TROLL 500
5PSI/3.5m/11.5 ft/ vented

Serial Number: 476123
Hardware Version: 5
Firraware Version: 3.03
Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-09-09 16:42:05 (UTC)
Nominal Range of Applied Temperature: -5Cto+50C
Temperature Accuracy Specification: +/-0.1CFrom-5Cto+50C
Nominal Range of Applied Pressure: 0 PSlto 5 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at +15C

Post-Calibration Check:

Parameter Applied Reported Deviation Unit
Pressure 5.0001 5.0009 0.0008| PsSI
Pressure 2.0000 1.6999 -0.0001 PSI
Pressure -0.0001 -0.0004 -0.0002 PSI
Temperature 38.8490 38.8443 -0.0047| C

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44038789
Manu Mensor Model CPC6000 SerialNo 610913

Manu Instrulab Model 3312A-14-15-24 SerialNo 31154
Manu Instrulab Model 406X-0031-01 SerialNo 19528-1
Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 800 SerialMe 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: RS

Report generated 1/11/2017 3:45:13 PM Copyright © 2005-2017 In-Sity, Inc. Page 1 of 1
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{ - Calibration Report
@0 ’ﬂ-Sltu ’nc. Report Number: 20160607215738-118801
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-070-498-1508

Visit us at www.in-situ.com

Instrument Details:

instrument Model; Level TROLL 500
Full Scale Pressure Range 5 PSi vented
Serial Number: 118801

Calibration Details:

Calibration Result: PASS

Calibration Date: 2018-06-07 21:57:38 (UTC)

Nominal Range of Applied Temperature: -5Cto +50C

Temperature Accuracy Specification; +H-01CFrom-5Cto+50C

Nominai Range of Applied Pressure: 0.0 PS5l {0 5.0 PSI

Pressure Accuracy Specification: +- 0.1 %ES from-5Cio+50 C, +/-0.05 %FS at+15C

“="Post-Calibration Check:

Parameter Applied Reported Deviation
Pressure 5.0018 ' 5.0009 -0.0196
PPressure 21014,  2.1002 -0.0220,
Pressure -0.0002 ! -0.0016 -0.0282!
‘Temperature 24.9210 249316 0.01086!

Calibration Procedures and Equipment Used:

Automated caiibrafion procedures used.

Manu Agilent Mode! 34980A SerialNo MY44002373
Manu Instruiab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SerialNo 53143

- Notes:

1. Standards used in this calibration are traceable {o the National Institute of Standards and Technology.

2. This calibration report shall not be reproduced, except in full, without the written approval of |n-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: WR
Report generated: 2016-08-08 10:37:24 UTC Copyright © 2005-2016 In-Situ, Inc, Page 1 of 1
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- Calibration Report
,n"S'tu ’nc. Report Number: 20160805184918-350212
221 East Lincoln Avenue, Fort Colling, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 500
Full Scale Pressure Range 5 PS8l vented
Serial Number: 350212
Calibration Details:
Calibration Result: PASS
Calibration Date: 2016-08-05 18:49:18 (UTQC)
Nominal Range of Applied Temperature: -5Cto +50C
Temperature Accuracy Specification: +H-01CFrom-5Cio+50C
Nominal-Range of Applied.Pressure: . . 0.0 PSi10.5.0 PS!
Pressure Accuracy Specification: +/-0.1 %FS from -5 Cto+50 C, +/- 0.05 %FS at+15 C

- pPost-Calibration Check:

Parameter Applied Reported Deviation

Pressure l 5.0000 4.9977 | -0.0473
Pressure ' 2.1000 2.0976 -0.0469
Pressure 0.0001 -0.0025 -0.0518
{Temperature 24,6750 24.6454 -0.0296

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Modet 4312A-15 SerialNo 30117
Manu Instrulab Model 832-151-01 SerialNo 12086
Manu Mensor Model CPCB000 SerialNo 410009WS
Manu Mensor Model CPCB000 SerialNo 410007P4

“otes:

h 1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: FM

Report generated:  2016-08-09 15:42:51 UTC Copyright © 2005-2016 In-Situ, (n¢. ?3,;@# gﬁ/ é‘_ﬂ%,fg ¢ Page 1 of 1
.




S In-Situ Inc.

Calibration Report

Report Number: 20151226175527-120832

221 East Lincoln Avenue, Fort Collins, CO 80524 USA
1-970-498-1500, 1-300-446-7488, FAX: 1-970-498-1598
Visit us at www.in-situ.com

Instrument Details:

Instrument Model:
Full Scale Pressure Range
Serial Number:

Calibration Details:

Calibration Result:
Calibration Date:

Nominal Range of Applied Temperature:
Temperature Accuracy Specification:
Nominal Range of Applied Pressure:

Pressure Accuracy Specification:

Post-Calibration Check:

Level TROLL 500

5 P31 vented
120832

PASS
2015-12-26 17:55:27 (UTC)

-5Cto+50C
+#-01CFrom-5Cto+50C
0.0 PSlto 5.0 PSI

+- 0.1 %FS from -5 C to +50 C, +/- 0.05 %FS at+15C

Parameter Applied Reporied Deviation

Pressure 4.9980 4.9975 -0.0307
Pressure 2.1000 2.0978 -0.0440
Pressure 0.0001 -0.0020 -0.0414
Temperatiure 24.9270 24.9371 0.0101

Calibration Procedures and Equipment Used:

Automated calibration procedures used.
Manu Agilent Model 34980A SerialNo MY44014053
Manu Instrulab Model 4312A-15 SerialNo 41014
Manu Instrulab Model 832-151-01 SerialNo 12157
Manu Ruska Model 7215xi SerialNo 53143

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By:

WBJ

Report generated: 2015-12-28 16:01:40 UTC

Copyright @ 2005-2015 In-Situ, Inc.

Page 1 of 1
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- Calibration Report

4 '"-S'tu 'nc. Report Number: 20170610125230-526921
221 East Lincoln Avenue, Fort Collins, CO 80524 USA

1-970-498-1500, 1-800-446-7488, FAX: 1-970-498-1598

Visit us at www.in-situ.com

Instrument Details:

Instrument Model: Level TROLL 700
Full Scale Pressure Range 5PSIf3.5m /115 ft/ vented
Serial Number: 526921

Calibration Details:

Calibration Resuli: PASS

Calibration Date: 2017-06-10 12:52:30 (UTC)

Nominal Range of Applied Temperature: -5Cto+50C

Temperature Accuracy Specification: +/-0.1 CFrom-5Cto+50C

Nominal Range of Applied Pressure: 0.0 PSlto 5.0 PSI

Pressure Accuracy Specification: +/- 0.1 %FS from -5 Cto +50 C, +/-0.05 %FSat +15C

Post-Calibration Check:

Parameter Applied Reported Deviation

Pressure 5.0000 5.0004 0.0077
Pressure 2.0000 1.9993 -0.0130
Pressure -0.0002 -0.0010 -0.0141
Temperature 38.8030 38.8024 -0.00086

Calibration Procedures and Equipment Used:

Automated calibration procedures used.

Manu Agilent Model 34970A SerialNo MY44015965
Manu Mensor Model APC800 SerialNo 610913

Manu Instrulab Model 3312A-14-15-24 SerialNo 31089
Manu Instrulab Model 406X-0031-01 SerialNo 31088-3
Manu Mensor Model APCB00 SerialNo §22745

Manu Agilent Model 53131A-010 SerialNo MY47002282
Manu MENSOR Model 600 SerialNo 622004

Notes:

1. Standards used in this calibration are traceable to the National Institute of Standards and Technology.
2. This calibration report shall not be reproduced, except in full, without the written approval of In-Situ, Inc.
3. A calibration interval of 12 to 18 months is recommended.

Performed By: KK
Report generated: 2017-08-22 8:39:41 UTC Copyright © 2005-2017 In-Situ, Inc. Page 1 0of1

P/ 14




Gerencia Hidrogeologia Salar
Monitoreo Recursos Hidricos y Medio Ambiente

Registro de control y calibracion equipos de terreno
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SEBA - HYDROMETRIE

Gewerbestr. 61a Telefon 08341/ 9648-0
87600 Kaufbeuren Telefax 08341/ 9648438
Germany

eMail info@seba.de

HYDROMETRIE

Kunde: SQM Salar S.A., CHILE
Auftragsnummer: RK16-00893

Priif- und Kalibrierzertifikat fiir Wasserqualitdts-Sonden

Geritedaten Sonde:

Geréatetyp: MPS-D3 Software-Version: 4.07
Serien-Nr.: 4308 Bedienprogramm Sonde: SebaConfig
Adresse: 32 Schnitistelle: RS485
Revision-Nr.: 3.01

Kalibrierung und Kontrolie:

Sensor Einheit Ist Soll
Temperatur °C 24,994 25
Leitfahigkeit mS 1,852 1,85
Druck m -0,86 -0,972

Temperatur; Kalibrierung Quecksilberthermometer (+/-0,02°C) bei 1°C und 25°C; Leitfahigkeit: Kalibrierung mit
Prazisionswiderstéanden (+/-0,05%), Abgleich Zellkonstante mit WTW Referenzgerat Cond. 330i Zelle Tetracon 325, kalibriert mit
Primarstandard  1413pS N.I.S.T. zedifiziert; Druck: Kalibrierung mit Druckgerdt DPI 600, 1.Pkt. 0 mWs und am
Messbereichsende; pH: Kalibrierung mit Puffer pH4 und pH7 ( zertifiziert gemaR N.1.S.T.); O,: Kalibrierung 0-Wert mit Sulfitidsung
und wasserdampgesattigter Luft, Kontrolle in 100% sauerstoffgesittigtem Wasser; Redox: Kontrolle mit 220mV Redoxlésung
(Qualitéts zertifiziert); Triibung: 1.Pkt. 0-Punkt Dest. Wasser (Wasser zur Analyse), 2. Pkt. Polymerstandard abgegliechen mit
zertifiziertem Formazin Tribungs-Standard.

Einstellungen Parameter:

Leitfahigkeit: T-komp: nLf  T-ref: 25°C  TDS-Faktor: 0,67 mg/!
Druck: Messbereich: 0-600 m absolut Messart: \Wasserhthe Uber Sensor

Kaufbeuren, 12.04.17 Prifer: kc



High Quality Groundwater and Surface Water Monitoring Instrumentation

Solinst Canada Ltd.
35 Todd Road

Georgetown, ON

Canada, L7G 4R8

Tel: (905) 873-2255; (800)661-2023
Fax: (905) 873-1992; (800) 516-9081

Email: Instruments@solinst.com
Au gu st 2 4, 2017 Web Site: www.solinst.com

CERTIFICATE OF QUALITY AND CONFORMITY

We hereby certify that the following instrumentation as manufactured by Solinst Canada Ltd. on Sales
Order S000208993 are built to good quality and conform to the individual product standards set out by
Solinst Canada Ltd.

In addition, we hereby certify that Solinst Canada Ltd. has the manufacturing tools, experience and
capacity to provide the equipment specified, to our quality standards, in a timely manner.

Qty Item Description Serial List

1 110190 101 Water Level Meter, P7/LM3/30m 268892

1 112285 102 Water Level Meter, P10/N3/250m (laser marked) 285502

1 112269 102M Mini Water Level Meter, P10/N3/25m (laser 288629
marked)

1 110942 122M (CSA) Mini Interface Meter, P8/LN3/25m (Laser 268096
Marked - Case Extra)

1 100290 101 Water Level Meter, P2/M3/100m 279943

1 101677 101 Water Level Meter, P2/M3/60m gzwgsa

Issued by Manufacturer
SOLINST CANADA LTD.

e

Chris Batt
Sales Manager

Page 1 of 1



August 24, 2017

High Quality Groundwater and Surface Water Monitoring Instrumentation

Solinst Canada Ltd.
35 Todd Road

Georgetown, ON

Canada, L7G 4R8

Tel: (905) 873-2255; (800)661-2023
Fax: (905) 873-1992; (800) 516-9081

Email: Instruments@solinst.com
Web Site: www.solinst.com

CERTIFICATE OF QUALITY AND CONFORMITY

We hereby certify that the followin
Order S000204916 are built to go

Solinst Canada Ltd.

In addition, we hereby certify that Solinst Canada Ltd. ha
capacity to provide the equipment specified, to our qualit

Qty ltem

3 101679
2 100572
20 105940
10 110277

Description
101 Water Level Meter, P2/M3/150m
101 Water Level Meter, P2/M3/250m

101 P2 SS Probe on 3m tape section for Water Level
Meter

101 107 122 Tape Splice Assy (Crimp Style-150 psi) for
the Water Level Meter

Issued by Manufacturer
SOLINST CANADA LTD.

@

Ny,

Chris Batt
Sales Manager

g instrumentation as manufactured by Solinst Canada Ltd. on Sales
od quality and conform to the individual product standards set out by

s the manufacturing tools, experience and
y standards, in a timely manner.

Serial List
253032,-2692965269299
269295, 269329

270372, 270380, 271751, 271754,
271755, 271757, 271774, 271780,
271894, 2719086, 271909, 271911,
271914, 271916, 271917, 271923,
271932, 271935, 271936, 271938
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